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TIN SCONCES

Owur tin sconces are all

produced by our expert

Tinsmiths, in both candle-

burning and electric versions.

The candle burning sconces are

provided with a hand forged

nail for mounting, the electric

versions are required by code to

mount directly to a grounded

junction box so the back side of

the electric fixtures are a bit

different. They mount with a

small nut and mounting strap to

the junction box. All fixtures are available in the following
finishes: bright tin, antique tin, pewter, brass and

antique brass.

W182-C10i candleburning, iron Gothic
sconce, 9Y2"h X 3V4"w, 5"
standout

W182-C10Li candleburning, iron Gothic
sconce, 11%2"h X 4Y4"w,
62" standout

W182-E10i electrified, iron Gothic
sconce, 9Y2"h X 3V4'w,
5" standout

W182-E10Li electrified, iron Gothic
sconce, 11%2"h X 4V4"w,

62" standout W182-E10i
W183-C10i candleburning, iron tulip
sconce, 8%/4"h X 4"w, 4%/4"
standout, total height 10%2”
W186-E20i

W185-C10b

W183-C10i

W183-E10i

W183-E20i

W184-C10i

W185-C10b

W185-E10b

W186-E10i

W186-E20i

W188-E30

W188-E30

W184-C10i

electrified, iron tulip sconce,
8%4"h X 4"w, 44" standout,
total height 10%2”

electrified, double arm, iron tulip
sconce, 8%/4"h X 4"w, 5" standout,
total width 102"

candleburning, iron sconce,
10"h X 4Y4"w, 5" standout,
total height 12%4”

candleburning, 4'%"dia. brass backplate,
4%4" standout, total height 11%4”

electrified, 4Y4"dia. brass backplate,
4%4" standout, total height 11%4”
electrified, single arm, 7%4"h X 7Y2"w,

clover shaped backplate, 5” standout, total
height 112"

electrified, double arm, 7°4"h X 7%"w,
clover shaped backplate, 5” standout,
total height 112", width 10%2"

electrified, triple arm, 15"h X 14"d,
forged iron with hearts and brass trim





